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Arizona Department of Mines and Mineral Resources Mining Collection 

ACCESS STATEMENT 

These digitized collections are accessible for purposes of education and research. We 
have indicated what we know about copyright and rights of privacy, publicity, or 
trademark. Due to the nature of archival collections, we are not always able to identify 
this information. We are eager to hear from any rights owners, so that we may obtain 
accurate information. Upon request, we will remove material from public view while we 
address a rights issue. 

CONSTRAINTS STATEMENT 

The Arizona Geological Survey does not claim to control all rights for all materials in its 
collection. These rights include, but are not limited to: copyright, privacy rights, and 
cultural protection rights. The User hereby assumes all responsibility for obtaining any 
rights to use the material in excess of “fair use.” 

The Survey makes no intellectual property claims to the products created by individual 
authors in the manuscript collections, except when the author deeded those rights to the 
Survey or when those authors were employed by the State of Arizona and created 
intellectual products as a function of their official duties. The Survey does maintain 
property rights to the physical and digital representations of the works. 

QUALITY STATEMENT 

The Arizona Geological Survey is not responsible for the accuracy of the records, 
information, or opinions that may be contained in the files. The Survey collects, catalogs, 
and archives data on mineral properties regardless of its views of the veracity or 
accuracy of those data. 

 

CONTACT INFORMATION 
Mining Records Curator 

Arizona Geological Survey 
1520 West Adams St. 

Phoenix, AZ 85007 
602-771-1601 

http://www.azgs.az.gov 
inquiries@azgs.az.gov 



PRINTED: 06/26/2001 

ARIZONA DEPARTMENT OF MINES AND MINERAL RESOURCES AZMILS DATA 

PRIMARY NAME: G.C. QUARRIES 2 

ALTERNATE NAMES: 

COCONINO COUNTY MILS NUMBER: 181 

LOCATION: TOWNSHIP 23 N RANGE 2 W SECTION 2 QUARTER S2 
LATITUDE: N 35DEG 24MIN 09SEC LONGITUDE: W 112DEG 28MIN 04SEC 
TOPO MAP NAME: HEARST MOUNTAIN - 15 MIN 

CURRENT STATUS: PAST PRODUCER 

COMMODITY: 
STONE FLAGSTONE 

BIBLIOGRAPHY: 
ADMMR G.C. QUARRIES 2 FILE 
OP:WESTERN STATES STONE 



20 21 

+----

.---- 29---,.:._ \'" 

I 
j f-, 
~ ~ , 

20' 



---' 

Arizona Department of Mines and Mineral Resources 

VERBAL INFORMATION SUMMARY 
May be Reproduced 

1. Information from: C.E. "Whitey" Webster, President,\vestern States Stone 

Address: 2830 Grand Ave., Phoenix, Arizona 85017 phone (602) 253-2018 

2. 

4. 

6. 

Mine: G.C. Quarries 2 3. ADMMR Mine File same 
----~~~-~~~=-=------------- -----~~~-----------

County: Coconino 5. District 
------~~~~----------------

Township 23N Range ___ 2_W ___ Sec (s) ___ 2 _S_2 _______ _ 

7. Location: 

8. No. of Claims - Patented Unpatented -----------------------
9. 9wner (if different from above) 

10. Address: 

11. Operating Company: Western States Stone 

12. Pe rt i nent Peop 1 e and/or Fi nn: C. E. "Whitey" Webster 
------------~----------------------------------

13. C'ommodi ti es: stone - dimension; stone - sands-tone, flagstone 

14. Operational Status: producer ----------------------------------------------------------
15. Summary of information received, comments, etc.: -------------------------------
MILS # 181 

Western States Stone produced flagstone from these unpatented claims using 
small crews of between 2-4 men. The quarry men are typically Mexicans working 
in the United States with green cards. They are paid based UpOll their production 
but they must produce enough to earn minimum wage. 

The qu~rr, oper~tion proceecis as follows. the soil enci elUvium is removeci. 
Holes are drilled and shot down natural joints in the sandstone. Enough 
explosives are used to "bump" a block free to work on. then, using double jacks 
and wedges, the sandstone is split parallel to bedding planes into the desired 
thickness and loaded onto skids to be hauled to the Ashfork Stoneyard W.S.S. 
(f) to be processed. Averaging value of a skid of flagstone at the quarry is 
$50.00. 

Date: 9/5/85 L?J/ ~ 
----------------------~(-Sl~·g-n-a-t-u~-re~~--------~~----~+-~--A-D-~U-~R------



Ari zona Oepa r·:\..iOent of Mi nes and Mi nera 1 Resources 

VERBAL INFORMATION SUMMARY 

May be Reproduced 

1 . In forma t i on from: C.E. "Whitey" Webster, President, Western States Stone 

Address: 
2. Mine: ___ H_e_l_l_s __ C_a_n~y_o_n __________________ 3. ADMMR Mine File ________ s_am_e __________ _ 

4. County: Coconino 5. District 
6 . Township 2_2N ___ Range __ 2_W ____ Sec (s) " ___ 12_S_E ________ _ 

7. Location: 
8. No. of Claims - Patented ______ ---,-____ Unpatented " ________ _ 

9. Own~r (if different from above) 

10. Address: 
11. Operating Company: Western States Stone 

12. Pertinent People and/or Finn: C.E. "Whitey" Webster 
--------------------------------~-------------

1 3. C ommod i tie s : stone - dimension; stone - sandstone, flagstone 

14. Operational Status: producer 

15. Summary of information received, comments, etc.: -------------------------------
MILS # 175 

Western States stone produces flagstone frdm these unpatented claims using 
small crews of between 2-4 men. The quarry men are typically Mexicans working 
in the United States with green cars. They are paid based upon their production, 
but they must produce enought to earn minimum wage. 

The quarry operation proceeds as follows: the soil and aluvium is removed. 
Holes are drilled and shot down natural joints in the sandstone. Enough 
explosives are used to "bump" a block free to work on. Then, using double jacks 
wedges, the sandstone is split parallel to bedding planes into the desired 
thickness and loaded onto skids to be hauled to the Ashfor~Stoneyard W.S.S. 
(f) to be processed. Averaging value of a skid of flagstone at the quarry 
is $50.00. 

Date: Y/5/85 

(Signature) AD~IMR 


